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— ﬂﬂ PROPERTIES, IN PARTICULAR THE STANDARDS FOR PRESERVATION; TEST AREAS OF THE WORK, INCLUDING
BUT NOT LIMITED TO TUCKPOINTING, MASONRY CLEANING AND PAINT REMOVAL SHALL BE PREPARED BY THE
CONTRACTOR FOR INSPECTION BY THE STATE HISTORIC PRESERVATION OFFICE (SHPO) OR THEIR AGENT: ALL
oF WORK IS SUBJECT TO THE REVIEW OF THE SHPO.
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7. AS PART OF THE BASE BID, CONTRACTOR SHALL ENSURE ALL CURRENTLY OPERATING MECHANICAL, PLUMBING
AND ELECTRICAL SERVICES ARE MAINTAINED THROUGHOUT THE PROJECT

8. CONTRACTOR RESPONSIBLE FOR DESIGN, DETAILS AND INSTALLATION OF ALL SHORING; MAINTAIN EXISTING
MATERIALS AND CONDITIONS WHEREVER POSSIBLE; ANY MATERIALS REMOVED OR DAMAGED SHALL BE
REPLACED; SCAFFOLDING MUST BE FREE-STANDING AND SELF-SUPPORTING - SECURING OF SCAFFOLDING TO
BUILDING SHALL NOT BE PERMITTED

9. CONTRACTOR RESPONSIBLE FOR REINSTALLATION OF ALL ITEMS REMOVED AND STORED; EXTREME CARE
SHALL BE TAKEN IN HANDLING OF REMOVED, STORED AND REINSTALLED ITEMS; EVERY EFFORT SHALL BE MADE
TO MAINTAIN EXISTING CONDITION DURING REMOVAL AND REINSTALLATION OF THESE ITEMS, INCLUDING ANY
SPECIFICALLY LISTED ITEMS, TRIM AND/OR MOLDINGS AND THOSE ITEMS NEEDED TO BE REMOVED DURING
CONSTRUCTION.

10.  AS PART OF THE BASE BID, CONTRACTOR SHALL INCLUDE COSTS FOR PROTECTION OF BUILDING OCCUPANTS
(INCLUDING OVER-HEAD) AT EACH BUILDING ENTRANCE AND EXIT. ENTRANCES AND EXITS SHALL REMAIN
PROTECTED AND ACCESSIBLE FOR DURATION OF WORK IMPACTING THE AREA ADJACENT TO EACH DOOR.

11. AFTER COMPLETION OF WORK ON THIS PROJECT, CONTRACTOR SHALL RESTORE ALL LANDSCAPING (GRASS
AND PLANTINGS) AS REQUIRED TO MATCH EXISTING CONDITIONS.

12. CONTRACTOR SHALL PROVIDE WEEKLY CONSTRUCTION PROGRESS DIGITAL PHOTOS TO VA. "BEFORE AND
AFTER" PHOTOS SHALL ALSO BE PROVIDED FOR ITEMS THAT ARE REPAIRED OR RESTORED, INCLUDING BUT
NOT LIMITED TO LINTEL & SILL REPAIRS, DOOR & WINDOW RESTORATION, REPAIR & RESTORATION OF GABLE
END ON THE WEST ELEVATION OF 'A' WING, & NEW STAIR CONSTRUCTION.
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REMOVE EXISTING
WOOD RAMP.
REPLACE WITH

NEW WOOD STAIR,
PLATFORM, &
WROUGH IRON
RAILING. SEE SHEET
A400 FOR DETAILS.

LINE OF PORCH ROOF

L]

—— EXTENT OF
FOUNDATION
WATERPROOFING.
SEE DTL. 1/A500.

ALLOWABLE AREA |_ _I
FOR MATERIAL

STORAGE & TRAILERS

- __— — —— — — — — — — — — — — — —

EXTENT OF PAINT
REMOVAL @ BRICK

e

EXTENT OF PAIN
REMOVAL @ BRIC

LINE OF PORCH ROO

|
VERIFY w VA | I_

~
-

O

~
-

E CONCRETE STAIR &

* MASONRY CLEANING (SF):

+ MASONRY PAINT REMOVAL (SF):
‘A" WING [ESTIMATE 5,550 SF]
'C’ WING [ESTIMATE 250 SF]
‘D’ WING [ESTIMATE 860 SF]
+ MASONRY TUCKPOINTING (SF):

« WOOD WINDOW RESTORATION (EA):
‘A" WING [ESTIMATE 187 WINDOWS]

'B' WING [ESTIMATE 105 WINDOWS]
'C’ WING [ESTIMATE 196 WINDOWS]

‘D’ WING [ESTIMATE 111 WINDOWS]

'AB’ CONNECTOR [ESTIMATE 17 WINDOWS]
'BC’ CONNECTOR [ESTIMATE 22 WINDOWS]

'CD’ CONNECTOR [ESTIMATE 31 WINDOWS]

ESTIMATED QUANTITIES:

THE FOLLOWING UNIT PRICES SHALL BE INCLUDED AT THE TIME OF BIDDING:

‘A" WING [ESTIMATE 11,970 SF BRICK; 2,910 SF STONE]
'AB’ CONNECTOR [ESTIMATE 3,750 SF BRICK]

‘B’ WING [ESTIMATE 7,420 SF BRICK; 1,190 SF STONE]

'BC’ CONNECTOR [ESTIMATE 5,150 SF BRICK]

'C’ WING [ESTIMATE 18,040 SF BRICK; 7,740 SF STONE]
'CD" CONNECTOR [ESTIMATE 3,440 SF BRICK]

‘D’ WING [ESTIMATE 7,210 SF BRICK; 1,160 SF STONE]

'A" WING [ESTIMATE 250 SF BRICK; 10 SF STONE]
'AB’ CONNECTOR [ESTIMATE 20 SF BRICK]

'B' WING [ESTIMATE 250 SF BRICK; 60 SF STONE]
'BC’ CONNECTOR [ESTIMATE 10 SF BRICK]

'C’ WING [ESTIMATE 1,050 SF BRICK; 290 SF STONE]
'CD’ CONNECTOR [ESTIMATE 25 SF BRICK]

‘D’ WING [ESTIMATE 130 SF BRICK; 65 SF STONE]

+ STORM WINDOW REGLAZING (EA) — [ESTIMATE 10 TOTAL STORM WINDOWS]

+ STORM WINDOW REPLACEMENT (EA) — [ESTIMATE 5 TOTAL STORM WINDOWS]

+ STORM WINDOW SCREEN REPLACEMENT (EA) — [ESTIMATE 20 TOTAL SCREENS]
+ DOOR HARDWARE (ALLOWANCE PER LEAF) — [ESTIMATE 53 DOOR LEAVES]

FOR REFERENCE - BUILDING 2

MATCH QUALITY OF PAINT REMOVAL WORK

REMOVE EXISTING

RAILINGS. REPLACE |
WITH NEW WOOD |
STAIR & WROUGHT |
IRON RAILINGS. SEE |
SHEET A400 FOR

DETAILS. — —

--_--_---_--_--_--L!_____________________________

S —

=T

N

. LINE OF PORCH ROOF

EXTENT OF PAINT

REMOVAL @ BRICK IBl WI NG

‘A WING

e———————— REMOVE EXISTING
WOOD STAIR &
PORCH. REPLACE
WITH NEW WOOD
STAIR, PLATFORM, &
WROUGHT IRON
RAILING. SEE SHEET
A400 FOR DETAILS.

N BC CONNECTOR

__CD CONNECTOR/

/\
| ] ]

REMOVE EXISTING
CONCRETE STAIR;
STOOP, & RAILINGS.
REPLACE WITH NEW
WOOD STAIR, PLATFORM
& WROUGHT IRON

RAILINGS. SEE SHEET

A400 FOR DETAILS.

F——Ff——

EXTENT OF PAINT

'C' WING

REMOVAL @ BRICK

e

o L
EXTENT OF PAINT

REMOVAL @ BRICK

¢
'D' WING

/o/;—_ REMOVE EXISTING
WOOD STAIR &
PORCH. REPLACE
WITH NEW WOOD
STAIR, PLATFORM, &
WROUGHT IRON
RAILING. SEE SHEET
A400 FOR DETAILS.

EXTENT OF WORK REFERENCED IN BID ALTERNATES >

SEE SPECIFICATION SECTION 01 00 00 "GENERAL CONDITIONS
FOR ALTERNATE BID ITEM DESCRIPTIONS.

\s
S, OVERALL BUILDING PLAN w/ SCOPE NOTES

SCALE: %¢"

=1-0"

", PARAGRAPH 1.2

GENERAL SCOPE NOTES:

GENERAL SCOPE FOR MASONRY CLEANING & PAINT REMOVAL:

REMOVE EXISTING WHITE PAINT FROM MASONRY WHERE SHOWN ON DWGS AT 'A’ WING, 'C’ WING AND D’
WING. PRIOR TO THE USE OF ANY PAINT REMOVAL SYSTEM, IT SHALL BE TESTED ON OBSCURE AREAS OF
THE BUILDING TO ENSURE NO DAMAGE TO THE MASONRY WILL ENSUE. PAINT REMOVAL SYSTEM MUST
MEET STANDARDS OF DEPARTMENT OF INTERIORS. QUALITY OF PAINT REMOVAL SHALL ALSO MATCH
STANDARD SET BY WORK ON BUILDING 2. SEE PHOTO THIS SHEET.

IT IS ASSUMED THAT EXISTING PAINT CONTAINS LEAD, AND SHOULD BE REMOVED AND DISPOSED OF PER
SPEC SECTION 02 83 33.13 "LEAD—BASED PAINT REMOVAL AND DISPOSAL".

BRICK AND STONE WORK SHALL BE CLEANED OF DIRT AND STAINS USING LOW-PRESSURE WATER SPRAY,
DETERGENT AND BRISTLE BRUSHES, OR A COMBINATION OF THOSE METHODS. STUBBORN STAINS MAY BE
CLEANED WITH CHEMICAL CLEANERS. PRIOR TO THE USE OF ANY CHEMICAL CLEANERS, THEY SHALL BE
TESTED ON OBSCURE AREAS OF THE BUILDING TO ENSURE NO DAMAGE TO THE MASONRY WILL ENSUE.
SEE SPEC SECTION 04 50 00 "MASONRY RESTORATION & CLEANING”.

REMOVE CHEMICAL STAINS ON BRICK AND STONE WORK TO THE EXTENT POSSIBLE USING DETERGENT AND
BRISTLE BRUSHES. IF STAINS REMAIN AFTER THIS PROCESS, EMPLOY CHEMICAL CLEANERS DESIGNED TO
REMOVE SPECIFIC TYPES OF CHEMICAL RESIDUE. CHEMICAL CLEANERS MUST FIRST BE TESTED IN AN
OBSCURE AREA OF THE BUILDING TO ENSURE THAT NO DAMAGE WILL OCCUR TO THE MASONRY AND
MORTAR. SEE SPEC SECTION 04 50 00 "MASONRY RESTORATION & CLEANING".

WHERE FLASHINGS HAVE BEEN REPLACED AND TAR RESIDUE EXISTS, THESE TAR-LINES WILL BE HAND SCRAPED
TO MINIMIZE THEIR VISUAL EFFECT AND WILL BE CLEANED WITH CHEMICAL CLEANERS, ACCORDING TO THE
PROCEDURE ABOVE.

ALL TEST AREAS SHALL BE INSPECTED BY THE STATE HISTORIC PRESERVATION OFFICE (SHPO) OR THEIR
AGENT; ALL WORK IS SUBJECT TO THE REVIEW OF THE SHPO.

GENERAL SCOPE FOR BRICK TUCKPOINTING & REPAIR:

REPAIR ALL MORTAR JOINTS WHERE INDICATED ON DWGS. INSPECT ALL BRICK SURFACES TO DETERMINE
IF ADDITIONAL TUCKPOINTING IS REQUIRED. ALSO INSPECT ALL AREAS WHERE PAINT HAS BEEN REMOVED
AS PART OF THIS CONTRACT. VERIFY WITH COR THE EXTENT OF ANY ADDITIONAL TUCKPOINTING WORK
REQUIRED. COST FOR ADDITIONAL WORK SHALL BE BASED ON UNIT PRICES PROVIDED WITH BID. JOINTS
SHALL BE TUCKPOINTED WITH NEW MORTAR TO MATCH ORIGINAL AS SPECIFIED IN SECTION 04 05 13,
"MASONRY MORTARING'.

PREPARE TEST AREA IN AN OBSCURE AREA OF THE BUILDING FOR INSPECTION BY THE STATE HISTORIC
PRESERVATION OFFICE (SHPO) OR THEIR AGENT; ALL WORK IS SUBJECT TO THE REVIEW OF THE SHPO.
REMOVE EMBEDDED IRON WHERE IT IS NO LONGER IN USE, WITHOUT DAMAGE TO BRICKWORK. ALL HOLES
WLL BE FILLED WITH NEW MORTAR AS SPECIFIED IN SECTION 04 05 13. "MASONRY MORTARING”.

GENERAL SCOPE FOR LINTEL REPAIR @ 'C' WING NORTH (WINDOW TYPE W19 & W19A):

REMOVE CORBELLED BRICKWORK ABOVE WINDOW TO EXPOSE STEEL LINTEL. CAREFULLY DOCUMENT BRICK
PLACEMENT BEFORE REMOVAL IN ORDER TO RECONSTRUCT CORBELLING. REMOVE AREAS OF RUST AT
LINTEL WITH A WIRE BRUSH, THEN PAINT WITH A RUST-INHIBITIVE PRIMER / PAINT. PROVIDE NEW
STAINLESS STEEL FLASHING WITH FABRICATED DRIP EDGE. REINSTALL BRICKS TO MATCH ORIGINAL
CONSTRUCTION. LINTEL ENDS TO BE EMBEDDED IN MORTAR. DO NOT CAULK OR SEAL THE JOINT BETWEEN
THE LINTEL AND THE BRICKWORK ABOVE.

CONDUCT INSPECTION OF EXPOSED STEEL LINTELS WITH ARCHITECT PRESENT TO DETERMINE IF STEEL IS
CORRODED BEYOND REPAIR. PROVIDE TEMPORARY BRACING AND REPLACE LINTEL WHERE REQUIRED DUE
TO CONDITION OF EXISTING STEEL.

GENERAL SCOPE FOR STORM WINDOW REPAIR:

EXISTING STORM WINDOWS ARE TO REMAIN IN PLACE. REPAIR GLAZING WHERE BROKEN AND REPLACE
SCREENS WHERE MISSING OR TORN. REPLACE STORM WINDOWS WHERE MISSING OR DAMAGED. SEE
WINDOW SCHEDULE FOR LOCATIONS.

GENERAL SCOPE FOR HISTORIC WOOD WINDOW REPAIR:

EACH WINDOW IS TO BE INSPECTED TO ASSESS EXTENT OF REPAIRS REQUIRED. WINDOW RESTORATION TO
MEET STANDARDS OF THE DEPARTMENT OF THE INTERIOR. EACH WINDOW IS TO BE REMOVED, THEN
REPAIRED, TREATED WITH CONSOLIDANT, AND/OR REGLAZED WHERE REQUIRED. WINDOW SASHES TO BE
SCRAPED, PRIMED, PAINTED, CLEANED AND REINSTALLED. ACCESS TO WINDOWS SHALL BE GAINED FROM
INTERIOR OF BUILDING. SEE SPECIFICATION SECTION 08 59 00 "WOOD WINDOW RESTORATION' FOR MORE
INFORMATION.

IT IS ASSUMED THAT EXISTING PAINT CONTAINS LEAD, AND SHOULD BE REMOVED AND DISPOSED OF PER
SPEC SECTION 02 83 33.13 "LEAD—BASED PAINT REMOVAL AND DISPOSAL".

PROTECT ALL INTERIOR SURFACES ADJACENT TO WINDOWS FROM DAMAGE DURING RESTORATION WORK.
EXECUTE THE WORK SO AS TO INTERFERE AS LITTLE AS POSSIBLE WITH NORMAL FUNCTIONING OF THE
OCCUPANTS OF THE BUILDING.

PROVIDE SECURE, WEATHERTIGHT, TEMPORARY CLOSURE AT WINDOWS THAT HAVE BEEN REMOVED FOR
RESTORATION.

ALL EXISTING MECHANICAL VENTS/HOODS ARE TO REMAIN.

RESTORE WINDOWS AT NORTH, WEST AND SOUTH ROOF GABLES ON 'A’~WING. REMOVE PANEL INFILLS AND
REPLACE WITH GLASS. REPAIR/REPLACE EXISTING WINDOW FRAMES AS REQUIRED.

GENERAL SCOPE FOR EXISTING DOORS:

ALL EXISTING DOORS AND FRAMES ARE TO REMAIN, UNLESS NOTED OTHERWISE IN DOOR SCHEDULE.
WHERE NEW DOORS ARE REQUIRED, MATCH EXISTING DOOR BEING REPLACED, UNLESS NOTED OTHERWISE
IN DOOR SCHEDULE.

REMOVE RUST, PRIME AND REPAINT ALL HOLLOW METAL DOORS AND FRAMES.

AT ALL WOOD DOORS & FRAMES TO REMAIN, SCRAPE EXISTING PAINT & APPLY CONSOLIDANT WHERE
WOOD IS DECAYED OR WEATHERED. REPAIR WOOD SURFACES & TRIM WHERE DAMAGED OR MISSING;
PRIME AND REPAINT.

REPLACE EXISTING GLAZING WHERE BROKEN, MISSING, OR AS INDICATED ON DOOR SCHEDULE.

ALL WOOD INFILL PANELS AT DOOR TRANSOMS ARE TO REMAIN, UNLESS NOTED OTHERWISE. SCRAPE,
PRIME AND REPAINT.

RECAULK THE PERIMETER OF ALL DOOR FRAMES, BOTH INTERIOR AND EXTERIOR SIDES.

PROVIDE NEW WEATHERSTRIPPING AT ALL DOORS.

PROVIDE NEW HARDWARE WHERE INDICATED ON DOOR SCHEDULE.

GENERAL SCOPE FOR STAIRS., RAMPS & STOOPS:

REMOVE EXISTING WOOD RAMPS WHERE INDICATED ON DRAWINGS. REMOVE RELATED CONCRETE PIERS
WHERE NO LONGER IN USE. PROVIDE TOPSOIL AS REQUIRED TO MATCH ADJACENT GRADE WHERE RAMP IS
REMOVED; WHEN WORK IS COMPLETE, RESTORE GRASS/SOD/VEGETATION TO MATCH EXISTING CONDITIONS.
REMOVE EXISTING STAIRS, STOOPS AND PORCH SLABS WHERE INDICATED ON PLANS. REPLACE WITH NEW
WOOD STAIR AND LANDING & WROUGHT IRON RAILINGS. RAILINGS TO REPLICATE ORIGINAL RAILING STILL
IN EXISTENCE AT TOP OF CONNECTING CORRIDOR AT 'C’ WING. ALL DECK FLOORING TO BE LAID FRONT
TO BACK WITH TONGUE & GROOVE JOINTS AND SLOPED TO PROVIDE DRAINAGE AWAY FROM BUILDING.
ALL WOOD SURFACES TO BE PRIMED (ALL SIDES) AND PAINTED. ALL WROUGHT IRON RAILINGS TO BE
PAINTED FLAT BLACK

WHERE CONCRETE STAIRS AND STOOPS ARE TO REMAIN, REPAIR DAMAGED AREAS AS REQUIRED.

GENERAL SCOPE FOR WOOD PORCHES AT ‘A’ WING, "B’ WING AND 'C’ WING:

ALL PAINTING WORK SHALL FOLLOW THE DEPARTMENT OF INTERIOR STANDARDS.

ALL WOOD AT EXISTING OPEN AND ENCLOSED PORCHES SHALL BE SCRAPED, REPAIRED, SANDED,
CLEANED, PRIMED AND REPAINTED.

ALL EXISTING METAL RAILINGS TO BE SANDBLASTED, PRIMED AND PAINTED FLAT BLACK. TAKE CARE TO
PROTECT EXISTING HISTORIC MASONRY.

REMOVE EXISTING METAL SHEETS @ WEST GABLE END OF 'A’ WING. RESTORE WOOD PANELS UNDERNEATH
TO MATCH ORIGINAL.

REMOVE EXISTING LATTICE BELOW PORCH ON WEST SIDE OF ‘A’ WING.

PATCH EXISTING LATTICE BELOW PORCH ON NORTH SIDE OF B’ WING TO MATCH EXISTING.

GENERAL SCOPE FOR METAL STAIRS. RAILINGS AND FIRE ESCAPES:

ALL EXISTING METAL STAIRS, RAILINGS AND FIRE ESCAPES ARE TO REMAIN UNLESS NOTED OTHERWISE.
SANDBLAST EXISTING METAL, TAKING CARE TO PROTECT ADJACENT MASONRY AND NON-METAL SURFACES
FROM DAMAGE.

REPAIR/REPLACE METAL TREADS AND RAILINGS WHERE NECESSARY.

PRIME AND PAINT ALL METAL SURFACES.

METAL COMPONENTS MAY ALSO BE REMOVED, SANDBLASTED, PRIMED & PAINTED OFFSITE, THEN
REINSTALLED TO MATCH ORIGINAL CONSTRUCTION.

GENERAL SCOPE FOR VEGETATION REMOVAL:

ALL VINES TO BE REMOVED FROM BUILDING IN SUCH A WAY TO AVOID DAMAGE TO MORTAR AND
MASONRY.

ALL OTHER VEGETATION, INCLUDING GRASS, TREES, SHRUBS AND FLOWERS SHALL BE PROTECTED FOR
DURATION OF WORK IN ADJACENT AREAS. DO NOT REMOVE ANY VEGETATION, OTHER THAN VINES
GROWING ON BUILDING, WITHOUT VA CONSENT.
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REMOVE DAMAGED ORIGINAL
RAILING. REPLACE WITH NEW
RAILING TO MATCH ORIGINAL.
PAINT BLACK.

SEE SHEETS A203 THRU
A205 FOR TUCKPOINTING
LOCATIONS & NOTES.

REMOVE EXISTING RAILING.
REPLACE WITH NEW RAILING
TO MATCH ADJACENT
ORIGINAL RAILING.

P08

@ 'A' WING - NORTH ELEVATION
N.T.S.

‘A" WING - EAST ELEVATION

'A' WING - NORTH STAIR RAILING

REMOVE DAMAGED ORIGINAL
RAILING. REPLACE WITH NEW
RAILING TO MATCH ORIGINAL.

PAINT BLACK. CLEAN MASONRY, TYP. AT

ALL LOCATIONS. SEE SHTS.
A203 THRU A205 FOR
TUCKPOINTING LOCATIONS
& NOTES.

REMOVE STAINS FROM
MASONRY USING GENTLEST
MEANS POSSIBLE, PER SPEC ~
SECTION 04 50 00 "MASONRY
RESTORATION & CLEANING”.

REMOVE EXISTING RAILING.
REPLACE WITH NEW RAILING
TO MATCH ADJACENT
ORIGINAL RAILING.

@ A SYVING - NORTH STAIR @

SEE WINDOW SCHEDULE FOR
RESTORATION NOTES.

SCRAPE, REPAIR, PRIME AND
REPAINT "WHITE” ALL WOOD
SURFACES, TYP. @ ALL
WOOD PORCHES.

SCRAPE, REPAIR, PRIME AND
REPAINT "WHITE” ALL WOOD
SURFACES, TYP. @ ALL
WOOD PORCHES.

REPAINT ALL METAL RAILINGS,
TYP. AT ALL LOCATIONS. IF
SANDBLASTING IS DONE IN
PLACE, PROTECT ALL ADJACENT
NON-METAL SURFACES FROM
DAMAGE.

REMOVE PAINT FROM BRICK
SURFACES, TYP. @ ALL
LOCATIONS. INSPECT MASONRY
& VERIFY W/ COR THE EXTENT
OF ADDITIONAL TUCKPOINTING.
SEE SCOPE NOTES ON A100.

EXISTING WOOD STAIR TO
REMAIN. SCRAPE, REPAIR,
PRIME & REPAINT.

EXISTING MECHANICAL VENT
HOODS TO REMAIN, TYP. AT
ALL LOCATIONS.

'A' WING - SOUTH ELEVATION

PO9

P10

SANDBLAST, REPAIR, PRIME & ES

N.T.S.

'A' WING - SW ELEVATION

EXISTING MECHANICAL VENT
HOODS TO REMAIN, TYP. AT

EXISTING STORM WINDOWS TO = ALL LOCATIONS.

REMAIN. REPAIR GLAZING &
SCREENS WHERE DAMAGED.
TYP. @ ALL STORM WINDOWS.

SCRAPE, REPAIR, PRIME AND
REPAINT "WHITE” ALL WOOD
SURFACES, TYP. @ ALL
WOOD PORCHES.

REMOVE, REPAR, REGLAZE, s
CLEAN, PRIME & PAINT EXIST.
WINDOW SASHES. WORK TO

BE PERFORMED FROM INTERIOR
OF BUILDING. COLOR TBD.
TYP. @ ALL WINDOWS.

CLEAN MASONRY, TYP. AT
ALL LOCATIONS. SEE SHTS.
A203 THRU A205 FOR
TUCKPOINTING LOCATIONS
& NOTES.

EXISTING LOUVER TO REMAIN,
TYP. AT ALL LOCATIONS.

@ 'A' WING - NORTH ELEVATION @ 'A' WING - NORTH ELEV. DTL. @ 'A' WING - EAST ELEVATION @ 'A' WING - EAST ELEVATION
N.T.S. N.T.S. N.T.S. N.T.S.
SEE WINDOW SCHEDULE FOR
RESTORATION NOTES.
REMOVE EXISTING TIN PANELS.
REPAIR, PRIME & PAINT f—
REMOVE PAINT FROM BRICK NEWLY EXPOSED WOOD '
SURFACES, TYP. @ ALL STRUCTURE

LOCATIONS. INSPECT MASONRY
& VERIFY W/ COR THE EXTENT | {
OF ADDITIONAL TUCKPOINTING. &
SEE SCOPE NOTES ON A100.

SCRAPE, REPAIR, PRIME AND
REPAINT "WHITE” ALL WOOD
SURFACES, TYP. @ ALL
WOOD PORCHES.

—~REMOVE PAINT FROM BRICK
SURFACES, TYP. @ ALL
LOCATIONS. INSPECT MASONRY
& VERIFY W/ COR THE EXTE
OF ADDITIONAL TUCKPOINTING.
SEE SCOPE NOTES ON A100.

SANDBLAST, REPAIR, PRIME &
REPAINT ALL METAL RAILINGS,
TYP. AT ALL LOCATIONS. IF
SANDBLASTING IS DONE IN
PLACE, PROTECT ALL ADJACENT
NON—METAL SURFACES FROM
DAMAGE.

EXISTING WOOD STAIR TO
REMAIN. SCRAPE, REPARR,
PRIME & REPAINT.

REMOVE EXISTING LATTICE
SCREEN WHERE [T EXISTS

@ 'A’ WING.

SCRAPE, REPAIR, PRIME AND
REPAINT "WHITE" ALL WOOD
SURFACES, TYP. @ ALL
WOOD PORCHES.

SANDBLAST, REPAIR, PRIME &
REPAINT ALL METAL RAILINGS,
TYP. AT ALL LOCATIONS. IF
SANDBLASTING IS DONE IN
PLACE, PROTECT ALL ADJACENT
NON-METAL SURFACES FROM
DAMAGE.

SANDBLAST, REPAIR, PRIME &
REPAINT ALL METAL RAILINGS,
TYP. AT ALL LOCATIONS. IF
SANDBLASTING IS DONE IN
PLACE, PROTECT ALL ADJACENT
NON—-METAL SURFACES FROM
DAMAGE.

SCRAPE, REPAIR, PRIME AND
REPAINT "WHITE” ALL WOOD
SURFACES, TYP. @ ALL
WOOD PORCHES.

EXISTING WOOD RAMP TO
REMAIN. REPAIR, PRIME &

REPAINT "WHITE” ALL WOOD
SURFACES.

REMOVE EXISTING LATTICE
SCREEN AT ‘A’ WING.

REMOVE PAINT FROM BRICK
SURFACES, TYP. @ ALL
LOCATIONS. INSPECT MASONRY
& VERIFY W/ COR THE EXTENT
OF ADDITIONAL TUCKPOINTING.
SEE SCOPE NOTES ON A100.

'A' WING - WEST ELEVATION

‘A" WING - WEST ELEVATION

N.T.S.

'A' WING - NORTH PORCH ELEV.

N.T.S.

SEROUTE DOWNSPOUT
AGAINST CHIMNEY. ATTACH
TO CHIMNEY AT MORTOR JTS.

SCRAPE, REPAIR, PRIME AND
REPAINT "WHITE” ALL WOOD
SURFACES, TYP. @ ALL
WOOD PORCHES.

CLEAN MASONRY, TYP. AT
ALL LOCATIONS. SEE SHTS.
A203 THRU A205 FOR
TUCKPOINTING LOCATIONS
& NOTES.

REMOVE EXIST. ROOF &
SUPPORTS, PATCH & REPAIR
WALL WHERE REMOVED.

EXISTING WOOD RAMP TO
REMAIN. REPAIR, PRIME &
REPAINT "WHITE” ALL WOOD
SURFACES.

SEE DOOR SCHEDULE FOR
REPAIR NOTES.

REPAINT ALL METAL RAILINGS,

SANDBLAST, REPAIR, PRIME &

SANDBLAST, REPAIR, PRIME &
REPAINT ALL METAL RAILINGS,
TYP. AT ALL LOCATIONS. IF

TYP. AT ALL LOCATIONS. IF
SANDBLASTING IS DONE IN

PLACE, PROTECT ALL ADJACENT et

NON—-METAL SURFACES FROM

SANDBLASTING IS DONE IN i
PLACE, PROTECT ALL ADJACENT
NON—-METAL SURFACES FROM
DAMAGE.

DAMAGE.

EXISTING WOOD STAR &
RAILING TO REMAIN. SCRAPE,
REPAIR, PRIME & REPAINT.

EXISTING CONCRETE STAIR TO
REMAIN. REPAIR AS REQ'D.

'AB' CONNECTOR - NORTH ELEV.

P15

N.T.S.

£ —CLEAN MASONRY, TYP. AT

N.T.S.

'AB' CONNECTOR - NE ELEV.

~—\" REPLACE WITH NEW WOOD

'A' WING - WEST ELEVATION

SANDBLAST, REPAIR, PRIME &
REPAINT ALL METAL RAILINGS,
TYP. AT ALL LOCATIONS. IF
SANDBLASTING IS DONE IN
PLACE, PROTECT ALL ADJACENT
NON—-METAL MATERIALS FROM
DAMAGE.

REMOVE EXISTING WOOD RAMP
STRUCTURE & RAILINGS.
REPLACE WITH NEW WOOD
STAIR, LANDING & RAILINGS.
REUSE EXISTING CONCRETE
POSTS WHERE POSSIBLE.

SEE SHT. A400 FOR DETAILS.

EXISTING MECHANICAL VENT
HOODS TO REMAIN, TYP. AT
ALL LOCATIONS.

SCRAPE, REPAIR, PRIME AND
REPAINT "WHITE” ALL WOOD
SURFACES, TYP. @ ALL
WOOD PORCHES.

SANDBLAST, REPAIR, PRIME &
REPAINT ALL METAL RAILINGS,
TYP. AT ALL LOCATIONS. IF
SANDBLASTING IS DONE IN
PLACE, PROTECT ALL ADJACENT
NON—METAL MATERIALS FROM
DAMAGE.

REMOVE EXISTING WOOD RAMP
STRUCTURE & RAILINGS.

STAIR, LANDING & RAILINGS.
SEE SHT. A400 FOR DETAILS.

'A' WING - WEST RAMP DETAIL

P11 N.T.S. P12 N.T.S. P13

N.T.S.

REMOVE EMBEDDED IRON
WHERE IT IS NO LONGER IN
USE.

CLEAN MASONRY, TYP. AT CLEAN MASONRY, TYP. AT —CLEAN MASONRY, TYP. AT

P14

N.T.S.

CLEAN MASONRY, TYP. AT
ALL LOCATIONS. SEE SHTS.
A203 THRU A205 FOR
TUCKPOINTING LOCATIONS
& NOTES.

—CLEAN MASONRY, TYP. AT
ALL LOCATIONS. SEE SHTS.

ALL LOCATIONS. SEE SHTS.
A203 THRU A205 FOR
TUCKPOINTING LOCATIONS
& NOTES.

ALL LOCATIONS. SEE SHTS.
A203 THRU A205 FOR
TUCKPOINTING LOCATIONS
& NOTES.

ALL LOCATIONS. SEE SHTS.
A203 THRU A205 FOR
TUCKPOINTING LOCATIONS
& NOTES.

& NOTES.

A203 THRU A205 FOR
TUCKPOINTING LOCATIONS

SEE DOOR SCHEDULE FOR
REPAIR NOTES.

REPAIR RETAINING WALLS AS

'AB' CONNECTOR - SOUTH ELEV.

'AB' CONNECTOR - NE ELEV.

'AB' CONNECTOR - SOUTH ELEV.

REQUIRED. REMOVE & RESET
EXISTING WALL CAPS WHERE
THEY ARE LOOSE.

EXISTING CONCRETE STAIR TO
REMAIN. REPAIR AS REQ'D.
EXISTING CONCRETE STAIR TO

WALL CAPS.

'AB' CONNECTOR - SOUTH ELEV.

P16 —== P17

ALL LOCATIONS. SEE SHTS.
A203 THRU A205 FOR
TUCKPOINTING LOCATIONS
& NOTES.

SEE DOOR SCHEDULE FOR
REPAIR NOTES. P
— ——CLEAN MASONRY, TYP. AT
»71  ALL LOCATIONS. SEE SHTS.
A203 THRU A205 FOR
TUCKPOINTING LOCATIONS
& NOTES.

SANDBLAST, REPAR, PRIME &
REPAINT ALL METAL RAILINGS,
TYP. AT ALL LOCATIONS. IF

SANDBLASTING IS DONE IN "%
PLACE, PROTECT ALL ADJACENTESSS-
NON—METAL SURFACES FROM == &

EXISTING CONCRETE RAMP &
RETAINING WALLS TO REMAIN.

; EXISTING CONCRETE STAIR TO
REPAIR AS REQ'D.

REMAIN. REPAIR AS REQ'D.

'B' WING - NE CORNER

@ 'B' WING - NORTH ELEVATION
N.T.S.

N.T.S.

'B' WING - EAST STAIR

P18 P19 P20

N.T.S. N.T.S.

N.T.S.

WHERE FLASHINGS HAVE
BEEN REPLACED AND TAR
RESIDUE EXISTS, TAR LINES
SHALL BE HAND SCRAPED
TO MINIMIZE THEIR VISUAL
EFFECTS, AND WILL BE
CLEANED WITH CHEMICAL
CLEANERS PER SPECS.

CLEAN MASONRY, TYP. AT
ALL LOCATIONS. SEE SHTS.
A203 THRU A205 FOR
TUCKPOINTING LOCATIONS
& NOTES.

EXISTING STORM WINDOWS TO
REMAIN. REPAIR GLAZING &
SCREENS WHERE DAMAGED.
TYP. @ ALL STORM WINDOWS.

REMOVE, REPAIR, REGLAZE, &
CLEAN, PRIME & PAINT EXIST.
WINDOW SASHES. WORK TO
BE PERFORMED FROM INTR.
OF BUILDING. COLOR TBD.
TYP. @ ALL WINDOWS.

EXISTING STORM WINDOWS TO
REMAIN. REPAIR GLAZING &
SCREENS WHERE DAMAGED.

SCRAPE, REPAIR, PRIME AND
REPAINT "WHITE” ALL WOOD
SURFACES, TYP. @ ALL
WOOD PORCHES.

REMOVE, REPAIR, REGLAZE,
CLEAN, PRIME & PAINT EXIST.
WINDOW SASHES. WORK TO

BE PERFORMED FROM INTERIOR
OF BUILDING.

REMOVE EXISTING WOOD STAR,
PLATFORM & RAILING. REPLACE
WITH NEW WOOD STAIRS,
PLATFORM & W.I. RAILINGS.
SEE SHT. A400 FOR DETAILS.

: REMOVE EXISTING WOOD STARR, EXISTING MECHANICAL VENT

HOODS TO REMAIN, TYP. AT

WITH NEW WOOD STAIRS, ALL LOCATIONS.

PLATFORM & WROUGHT
IRON RAILINGS. SEE SHT.
A400 FOR DETAILS.

'B' WING - EAST ELEVATION 'B' WING - EAST ELEVATION

'B' WING - SOUTH ELEVATION

P21

N.T.S.

WHERE FLASHINGS HAVE BEEN REPLACED
AND TAR RESIDUE EXISTS, TAR LINES
SHALL BE HAND SCRAPED TO MINIMIZE
THEIR VISUAL EFFECTS, AND WILL BE
CLEANED WITH CHEMICAL CLEANERS

PER SPECIFICATIONS.

REMOVE ROOF ABOVE DOOR. PATCH
WALL WHERE ROOF IS REMOVED.

SEE DOOR SCHEDULE FOR
REPAIR NOTES.

SCRAPE, REPAIR, PRIME AND
REPAINT "WHITE” ALL WOOD
SURFACES, TYP. @ ALL
WOOD PORCHES.

CLEAN MASONRY, TYP. AT <]
ALL LOCATIONS. SEE SHTS.
A203 THRU A205 FOR
TUCKPOINTING LOCATIONS
& NOTES.

SANDBLAST, REPAIR, PRIME &
REPAINT FIRE ESCAPES. IF
SANDBLASTING IS DONE IN
PLACE, PROTECT ALL ADJACENT
NON—METAL SURFACES FROM
DAMAGE.

SCRAPE, REPAIR, PRIME AND
REPAINT "WHITE” ALL WOOD
SURFACES, TYP. @ ALL
WOOD PORCHES.

EXISTING MECHANICAL VENT
HOODS TO REMAIN, TYP. AT
ALL LOCATIONS.

REPAIR/PATCH EXISTING
LATTICE SCREEN WHERE IT

EXISTS @ 'B" WING. PAINT.

'B' WING - WEST ELEVATION

P23 N.T.S. P24 N.T.S. P25 N.T.S. P26 N.T.S. P27 N.T.S. P28 N.T.S.
—
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P29

P36

P43

'BC' CONNECTOR - RAMP

N.T.S.

'C' WING - COURTYARD

N.T.S.

'C' WING - NORTH ELEVATION

N.T.S.

'C' WING - EAST FIRE ESCAPE

7 CLEAN MASONRY, TYP. AT

ALL LOCATIONS. SEE SHTS.
A203 THRU A205 FOR
TUCKPOINTING LOCATIONS
& NOTES.

CLEAN MASONRY, TYP.
A203 THRU A205 FOR

BEEN REMOVED; NEW
CONCRETE STAIRS & RAILING
BY VA.

& NOTES.

BEEN REMOVED; NEW
BY VA

'BC' CONNECTOR - RAMP

N.T.S.

P30

EXISTING STORM WINDOWS TO
REMAIN. REPAIR GLAZING &
SCREENS WHERE DAMAGED.
TYP. @ ALL STORM WINDOWS.

REMOVE, REPAIR, REGLAZE,
CLEAN, PRIME & PAINT EXIST.
WINDOW SASHES. WORK TO
BE PERFORMED FROM INTERIOR:
OF BUILDING. COLOR TBD.
TYP. @ ALL WINDOWS.

REPAIR BRICK & MORTAR
WHERE SPLASH-UP DAMAGE
HAS OCCURRED.

HAS OCCURRED. SEE

04 50 00 "MASONRY

'C' WING - SPLASH UP DAMAGE

P37

N.T.S.

——CLEAN MASONRY, TYP. AT

ALL LOCATIONS. SEE SHTS.
A203 THRU A205 FOR
TUCKPOINTING LOCATIONS
& NOTES.

REMOVE STAINS FROM
MASONRY USING GENTLEST
MEANS POSSIBLE, PER SPEC
SECTION 04 50 00 "MASONRY
RESTORATION & CLEANING”.

'C' WING - NORTH ELEVATION

N.T.S.

P44

SANDBLAST, REPAIR, PRIME &
REPAINT ALL METAL STAIRS &
PLATFORMS, TYP. AT ALL
LOCATIONS. IF SANDBLASTING
IS DONE IN PLACE, PROTECT
ALL ADJACENT NON-METAL
SURFACES FROM DAMAGE.

EXISTING MECHANICAL VENT
HOODS TO REMAIN, TYP. AT

PLACE, PROTECT ALL
ALL LOCATIONS.

REMOVE STAINS FROM
MASONRY USING GENTLEST
MEANS POSSIBLE, PER SPEC
SECTION 04 50 00 "MASONRY
RESTORATION & CLEANING”.

MATCH EXISTING.

'C' WING - EAST STOOP

ALL LOCATIONS. SEE SHTS.
TUCKPOINTING LOCATIONS

NOTE: RAMP & RAILING HAVE
CONCRETE STAIRS & RAILING

REPAIR BRICK & MORTAR
WHERE SPLASH-UP DAMAGE

SPECIFICATION SECTION

RESTORATION & CLEANING™..

REMOVE INAPPROPRIATE
MORTAR, REPLACE WITH
MORTAR TO MATCH EXISTING.

SEE PHOTO P67/A202.

SANDBLAST, REPAIR, PRIME &
REPAINT ALL METAL RAILINGS, -
TYP. AT ALL LOCATIONS. IF
SANDBLASTING IS DONE IN

ADJACENT NON-METAL
SURFACES FROM DAMAGE.

EXISTING CONCRETE STAR &

STOOP TO REMAIN. REPAIR/
REPLACE BRICK INFILL TO

——CLEAN MASONRY, TYP. AT
ALL LOCATIONS. SEE SHTS.
A203 THRU A205 FOR
TUCKPOINTING LOCATIONS
& NOTES.

AT

= NOTE: RAMP AND RAILING

HAVE BEEN REMOVED; NEW
CONCRETE STARS & RALING =
BY VA. 1

w
e i B

'BC' CONNECTOR - STAIR

'BC' CONNECTOR - NE CORNER

REPAIR/REPLACE DAMAGED
BRICK & MORTAR DUE TO
PREVIOUS WATER SATURATION.
INSPECT TO ENSURE THAT
CONDITIONS THAT LED TO
DAMAGE HAVE BEEN REPAIRED.

'C' WING - NORTH STAIR

P31 P32

N.T.S. N.T.S.

REPAIR BRICK & MORTAR
WHERE SPLASH-UP DAMAGE
HAS OCCURRED. SEE
SPECIFICATION SECTION

04 50 00 "MASONRY
RESTORATION & CLEANING”..

REPAIR CONCRETE SILL @
DOOR.

'C' WING - SPLASH-UP DAMAGE

'C' WING - WEST ELEVATION

P38 P39

N.T.S. N.T.S.

REMOVE PLYWOOD BOARD
& EMBEDDED FASTENERS
PER SPEC SECTION 04 50 00 ,
"MASONRY RESTORATION &
CLEANING”.

'C' WING - EAST ELEVATION e

'C' WING - EAST STAIR

P45

N.T.S. N.T.S.

REMOVE ALL VINES AND
INVASIVE PLANT SPECIES IN
SUCH A WAY AS TO AVOID
DAMAGE TO MASONRY AND
MORTAR.

'C' WING - EAST ELEVATION

'C' WING - EAST ELEVATION

P33

N.T.S.

EXISTING LOUVERS TO REMAIN,
TYP. AT ALL LOCATIONS.

CLEAN MASONRY, TYP. AT
ALL LOCATIONS. SEE SHTS.
A203 THRU A205 FOR
TUCKPOINTING LOCATIONS
& NOTES.

REMOVE STAINS FROM
MASONRY USING GENTLEST
MEANS POSSIBLE, PER SPEC
SECTION 04 50 00 "MASONRY
RESTORATION & CLEANING”.

REPAIR DAMAGED STONES &
MORTAR PER SPEC

SECTION 04 50 00 "MASONRY
RESTORATION & CLEANING”.

'C' WING - WEST STAIR

P40

N.T.S.

SEE DOOR SCHEDULE FOR
REPAIR NOTES.

SANDBLAST, REPAIR, PRIME &
REPAINT METAL FIRE ESCAPE.
IF SANDBLASTING IS DONE IN
PLACE, PROTECT ALL
ADJACENT NON-METAL
SURFACES FROM DAMAGE.

INFILL EXISTING RECESSED
OPENING WITH BRICK TO
MATCH EXISTING. PROVIDE
REVEAL BETWEEN INFILL &
ADJACENT BRICK.

o471 WING - EAST ALCOVE

CLEAN MASONRY, TYP. AT

/ ALL LOCATIONS. SEE SHTS.

A203 THRU A205 FOR
TUCKPOINTING LOCATIONS
& NOTES.

SEE DOOR SCHEDULE FOR
REPAIR NOTES.

) REPAIR EXISTING CONCRETE

STAIRS & RETAINING WALLS

AS REQ'D, TYP. AT ALL
LOCATIONS.

PRIME & PAINT EXISTING
WOOD FRAMING @ SCREEN
PORCH. REPAIR/REPLACE
DAMAGED SCREENS AS REQ'D

REMOVE EXISTING CONCRETE
STAIR & RAILING. STOOP TO
REMAIN. REPLACE WITH NEW
WOOD STAIRS & RAILINGS.

SEE SHT. A400 FOR DETAILS.

'C' WING - COURTYARD STAIR

P34

CLEAN MASONRY, TYP. AT
ALL LOCATIONS. SEE SHTS.
A203 THRU A205 FOR
TUCKPOINTING LOCATIONS
& NOTES.

SEE DOOR SCHEDULE FOR
REPAIR NOTES.

REPAIR CONCRETE @ SILL.

SANDBLAST, REPAIR, PRIME &
REPAINT METAL FIRE ESCAPE.
IF SANDBLASTING IS DONE IN
PLACE, PROTECT ALL ADJACENT
NON-METAL SURFACES FROM
DAMAGE.

REMOVE, REPAIR, REGLAZE,
CLEAN, PRIME & PAINT EXIST.
WINDOW SASHES. WORK TO

OF BUILDING. COLOR TBD.
TYP. @ ALL WINDOWS.

EXISTING STORM WINDOWS TO
REMAIN. REPAIR GLAZING &
SCREENS WHERE DAMAGED.
TYP. @ ALL STORM WINDOWS.

BE PERFORMED FROM INTERIOR &=

P35

N.T.S.

REMOVE BRICK CORBELING
ABOVE WINDOW TO
ACCOMMODATE STEEL LINTEL
REPAIR AS DESCRIBED IN
SCOPE NOTES ON SHT. A100
AFTER LINTEL REPAR IS
COMPLETE, REPLACE BRICKS
TO MATCH ORIGINAL
CONSTRUCTION.

PATCH HOLES IN MASONRY

"MASONRY RESTORATION &
CLEANING”.

'C' WING - LINTEL DAMAGE

P41

INFILL EXISTING RECESSED
OPENING WITH BRICK TO
MATCH EXISTING. PROVIDE
REVEAL BETWEEN INFILL &
ADJACENT BRICK.

REMOVE CORROSION @
STEEL REINFORCEMENT, PAINT
WITH RUST INHIBITIVE PAINT.
REPAIR CONCRETE TO MATCH
EXISTING SURFACES.

N.T.S.

CLEAN MASONRY, TYP. AT
ALL LOCATIONS. SEE SHTS.
A203 THRU A205 FOR
TUCKPOINTING LOCATIONS
& NOTES.

REMOVE ALL VINES AND
INVASIVE PLANT SPECIES IN
SUCH A WAY AS TO AVOID
DAMAGE TO MASONRY AND
MORTAR.

'C' WING - SOUTH ELEVATION

P48

.

PER SPEC SECTION 04 50 00

.

PRIME & PAINT EXISTING
WOOD FRAMING @ SCREEN
PORCH, INTERIOR &
EXTERIOR. REPAIR/REPLACE
DAMAGED SCREENS AS REQ'D.

REMOVE EXISTING CONCRETE
STAIR & RAILING. STOOP TO
REMAIN. REPLACE WITH NEW
WOOD STAIRS & RAILINGS.

SEE SHT. A400 FOR DETAILS.

'C' WING - SCREEN PORCH

N.T.S.

REPAIR/REPLACE DAMAGED
MORTAR & MASONRY @
VENT OPENINGS.

PATCH HOLES IN MASONRY
PER SPEC SECTION 04 50 00
"MASONRY RESTORATION &
CLEANING".

'C' WING - BRICK VENT DAMAGE

P42

N.T.S.

CLEAN MASONRY, TYP. AT
ALL LOCATIONS. SEE SHTS.
A203 THRU A205 FOR
TUCKPOINTING LOCATIONS
& NOTES.

REPAIR/REPLACE DAMAGED
BRICK & MORTAR. INSPECT
TO ENSURE THAT CONDITIONS
THAT LED TO DAMAGE HAVE
BEEN REPAIRED.

'C' WING - EAST ALCOVE

SCRAPE, REPAIR, PRIME AND
REPAINT "WHITE" ALL WOOD
SURFACES, TYP. @ ALL
WOOD PORCHES.

REMOVE PAINT FROM BRICK
SURFACES, TYP. @ ALL
LOCATIONS. INSPECT MASONRY
& VERIFY W/ COR THE EXTEN
OF ADDITIONAL TUCKPOINTING.
SEE SCOPE NOTES ON A100.

EXISTING CONCRETE STAIR,
RAILINGS & PORCH
STRUCTURE TO REMAIN.

P49

N.T.S.

REMAIN. REPAIR GLAZING &
SCREENS WHERE DAMAGED.
TYP. @ ALL STORM WINDOWS

REMOVE, REPAIR, REGLAZE,
WINDOW SASHES. WORK TO

OF BUILDING. COLOR TBD.
TYP. @ ALL WINDOWS.

CLEAN MASONRY, TYP. AT
ALL LOCATIONS. SEE SHTS.
A203 THRU A205 FOR
TUCKPOINTING LOCATIONS
& NOTES.

'C' WING - SW STRUCTURE

EXISTING STORM WINDOWS TO M

NP
. > \

CLEAN, PRIME & PAINT EXIST.
BE PERFORMED FROM INTERIOR

N.T.S.

CLEAN MASONRY, TYP. AT
. ALL LOCATIONS. SEE SHTS.
A203 THRU A205 FOR
TUCKPOINTING LOCATIONS
& NOTES.

REMOVE STAINS FROM
MASONRY USING GENTLEST
MEANS POSSIBLE, PER SPEC
SECTION 04 50 00 “MASONRY
RESTORATION & CLEANING”.

'C' WING - EAST ALCOVE

N.T.S.

—~CLEAN MASONRY, TYP. AT
ALL LOCATIONS. SEE SHTS.
A203 THRU A205 FOR
TUCKPOINTING LOCATIONS
& NOTES.

REMOVE ALL VINES AND
INVASIVE PLANT SPECIES IN
SUCH A WAY AS TO AVOID
DAMAGE TO MASONRY AND
MORTAR.
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'C" WING - SWALCOVE
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PAINT HAS BEEN REMOVED AS PART OF THIS CONTRACT. VERIFY
WITH COR THE EXTENT OF ANY ADDITIONAL TUCKPOINTING WORK
REQUIRED. COST FOR ADDITIONAL WORK SHALL BE BASED ON
UNIT PRICES PROVIDED WITH BID. JOINTS SHALL BE
TUCKPOINTED WITH NEW MORTAR TO MATCH ORIGINAL AS
SPECIFIED IN SECTION 04 05 13, "MASONRY MORTARING”.
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WITH COR THE EXTENT OF ANY ADDITIONAL TUCKPOINTING WORK
REQUIRED. COST FOR ADDITIONAL WORK SHALL BE BASED ON
UNIT PRICES PROVIDED WITH BID. JOINTS SHALL BE
TUCKPOINTED WITH NEW MORTAR TO MATCH ORIGINAL AS
SPECIFIED IN SECTION 04 05 13, "MASONRY MORTARING”.
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DOOR SCHEDULE
DOOH HESTORATION NOTES EXISTING DOOR INFORMATION DOOR RESTORATION
DOOR EXISTING
PLAN VA BUILDING ELEVATION| DOUBLE/ | TRANSOM | EXISTING | EXISTING
ELEVATION FLOOR GLASS HARDWARE SET DOOR RESTORATION NOTES
1. EXISTING WOOD DOOR & FRAME TO REMAIN. SCRAPE EXISTING PAINT & APPLY CONSOLIDANT 10.  EXISTING WOOD TRANSOM PANEL TO REMAIN. SCRAPE EXISTING PAINT, SAND, RECAULK, PRIME & DOOR NO. (DOORNO.| WING LOCATION| SINGLE ABOVE | MATERIAL | FINISH DOOR@
WHERE WOOD IS WEATHERED OR DECAYED. SAND, PRIME & PAINT BOTH SIDES OF DOOR & FRAME. PAINT BOTH SIDES OF WOOD PANEL. e
- RECAULK PERIMETER OF FRAME AT BOTH INTERIOR AND EXTERIOR SIDES. 1" EXISTING GLASS LITES TO REMAIN AQO1 7 D1/A304 A LL NORTH SINGLE X WD PTD WHITE|  1X2 LITE HW-2 1,13, 14, 15,17
(@] . N
2 2. EXISTING ALUMINUM DOOR AND FRAME TO REMAIN. RECAULK PERIMETER OF FRAME AT BOTH s SER = = =i ] _ B | - _ i
© INTERIOR AND EXTERIOR SIDES. 12 REMOVE EXISTING GLASS AT DOOR LITES AND REGLAZE WITH CLEAR LAMINATED GLASS. A L i i Ek BT SNGLE Wi | FIEWHIE| SEITE aiia &3
5 A101 20 D4/A304 A 1 NORTH SINGLE oG WD PTD WHITE|  2X3 LITE HW-2 1,10, 13
I 3. EXISTING HOLLOW METAL DOOR & FRAME TO REMAIN. REMOVE RUST FROM DOOR & FRAME, PRIME 13. REMOVE EXISTING GLASS AT DOOR LITES AND REGLAZE WITH OPAQUE LAMINATED GLASS. A102 16 D5/A304 A 1 SOUTH | SINGLE WD  |PTDWHITE| 2X3LITE HW-4 1,11
® & PAINT BOTH SIDES. RECAULK PERIMETER OF FRAME AT BOTH INTERIOR AND EXTERIOR SIDES. A103 17 D6/A304 A 1 SOUTH | DOUBLE ALUM |CLRANOD.| FULLLITE HW-1 2
o 14.  REMOVE EXISTING PANEL AT DOOR TRANSOM AND REGLAZE WITH OPAQUE LAMINATED GLASS. A104 D7/A304 A 1 WEST _ X WD PTD WHITE = = 5.10
O
£ 4, EXISTING HOLLOW METAL DOOR AND WOOD FRAME TO REMAIN. REMOVE EXISTING RUST AT DOOR, 15 REMOVE EXISTNG GLASS AT SIDE LITES AND REGLAZE WITH OPAGUE LAMINATED GLASS A105 18 D8/A304 A 1 WEST DOUBLE X ALUM [CLRANOD.[ FULLLITE HW-1 2,10
o PRIME AND PAINT BOTH SIDES. SCRAPE EXISTING PAINT FROM FRAME & APPLY CONSOLIDANT ’ Q ' A106 D9/A304 A 1 SOUTH = WD PTD WHITE & & 5
c WHERE WOOD IS WEATHERED OR DECAYED. SAND, PRIME & PAINT BOTH SIDES OF FRAME. . A107 19 D10/A304 A 1 WEST SINGLE X WD PTD WHITE| HALF LITE HW-5 6,10
= RECAULK PERMETER OF FRAME AT BOTH INTERIOR AND EXTERIOR SIDES. 16.  REMOVE EXTERIOR WOOD TRANSOM PANEL; EXISTING GLASS TRANSOM UNDERNEATH TO REMAIN. Fer B BrUGEA % 5 =T SRGIE o =hNIE SEinE T R
17 RESET DOOR FRAME IN EXISTING OPENING SO THAT IT IS PLUMB A202 33 D12/A304 A 2 SE SINGLE X WD PTD WHITE|  3X5LITE HW-2 1,10, 11
T 5. EXISTING WOOD PANEL INFILL AND FRAME AT FORMER DOOR OPENING TO REMAIN. SCRAPE EXISTING ' ) A203 34 D12/A304 A 2 SW SINGLE X WD PTD WHITE 3X5 LITE HW-6 7,10
- PAINT, SAND, RECAULK, PRIME & PAINT BOTH SIDES OF WOOD PANEL AND FRAME. A204 35 D13/A304 A 2 WEST DOUBLE X WD PTD WHITE 3X5 LITE HW-7 1,10, 11
S 18. 23;48;/: ggg:ED DOOR HINGES & OVERHEAD SPRING/CHAIN AT EXTERIOR LOCATION OF FORMER S = S % 5 T G e S WIRE] SR 5 3 1
° 6. PROVIDE NEW WOOD PANEL 6-LITE DOOR WITH TO MATCH DOOR A107 IN CONSTRUCTION & DESIGN; ' AB CONNECTOR
g MATCH EXISTING DOOR IN SIZE. EXISTING WOOD FRAME TO REMAIN. PROVIDE CLEAR LAMINATED 19. REMOVE UNUSED DOOR HINGES ON INTERIOR SIDE OF DOOR. ABOO1 8 D15/A305 | AB CORR LL NORTH DOUBLE X WD PTD WHITE|1/2 LTE/DOOR HW-2 1,10, 12
I GLASS AT 2x3 LITES. PRIME & PAINT BOTH SIDES OF DOOR. SCRAPE EXISTING PAINT FROM FRAME AB002 5 D16/A305 | AB CORR LL SOUTH SINGLE WD PTD WHITE[  3X3 LITE HW-5 8
2 & APPLY CONSOLIDANT WHERE WOOD IS WEATHERED OR DECAYED. SAND, PRIME & PAINT BOTH 20. REMOVE METAL FRAME AT DOOR LITE, REMOVE RUST, PRIME AND PAINT. REGLAZE WITH CLEAR B WING
< SIDES OF FRAME. RECAULK PERIMETER OF FRAME AT BOTH INTERIOR AND EXTERIOR SIDES. LAMINATED GLASS, REINSTALL @ DOOR. B0O1 D17/A305 B LL NORTH SINGLE HM PTD - HW-1 3
c© B101 14 D18/A305 B 1 SOUTH SINGLE X HM PTD RED N HW-1 4,10
= 7. PROVIDE NEW WOOD 15-LITE PANEL DOOR TO MATCH EXISTING IN SIZE, CONSTRUCTION & DESION; 21.  EXISTING WOOD DOOR SCREEN DOOR TO REMAIN. SCRAPE EXISTING PAINT & APPLY CONSOLIDANT B102 15 D19/A305 B 1 WEST SINGLE WD PTD WHITE|  3X2 LITE HW-2 1,11
< EXISTING WOOD FRAME TO REMAIN. PROVIDE CLEAR LAMINATED GLASS AT DIVIDED LITES. PRIME & WHERE WOOD IS WEATHERED OR DECAYED. SAND, PRIME & PAINT BOTH SIDES OF DOOR. B201 31 D19/A305 B 2 WEST SINGLE WD PTD WHITE|  3X2LITE HW-2 1, 11
2 s PAINT BOTH SIDES OF DOOR. SCRAPE EXISTING PAINT FROM FRAME & APPLY CONSOLIDANT WHERE REPAIR/REPLACE SCREEN AT DOOR WHERE LOOSE OR TORN. BC CONNECTOR
o ® WOOD IS WEATHERED OR DECAYED. SAND, PRIME & PAINT BOTH SIDES OF FRAME. RECAULK BC101 21 D20/A305 | BC CORR | 1 EAST SINGLE | X WD PTD WHITE[ 2 LITES/DOOR HW-2 1,10, 12
T PERIMETER OF FRAME AT BOTH INTERIOR AND EXTERIOR SIDES. 22.  EXISTING METAL ENCLOSURE FOR EXHAUST FANS AT TRANSOM ABOVE DOORS TO REMAIN. REMOVE C WING
O ANY EXISTING RUST, PRIME AND PAINT AT BOTH INTERIOR AND EXTERIOR SIDES. C001 5 D21/A305 C L NORTH | DOUBLE X WD PTD WHITEl _ 3X3 LITE HW_7 113 22
g 8. PROVIDE NEW WOOD PANEL 9-LITE DOOR WITH TO MATCH DOOR C101 IN CONSTRUCTION & DESIGN; C002 D22/A305 C LL SOUTH SINGLE HM PTD = HW-1 3
MATCH EXISTING DOOR IN SIZE. EXISTING WOOD FRAME TO REMAIN. PROVIDE CLEAR LAMINATED 23. REMOVE EXISTING SCREENS AND PLEXIGLASS AT BOTTOM PANELS OF DOORS. REPLACE WITH NEW 003 3 D23/A305 c m EAST | DOUBLE WD |PTDWHTE| 3% LITE W7 112,23
N GLASS AT LITES. PRIME & PAINT BOTH SIDES OF DOOR. SCRAPE EXISTING PAINT FROM FRAME & WOOD PANELS; PRIME AND PAINT. coo4 25 D24/A305 c m EAST | SINGLE WM | PTD RED - HW-1 2
APPLY CONSOLIDANT WHERE WOOD IS WEATHERED OR DECAYED. SAND, PRIME & PAINT BOTH SIDES C005 13 D25/A305 € LL WEST SINGLE X HM PTD BROWN - HW-1 4,10
OF FRAME. RECAULK PERIMETER OF FRAME AT BOTH INTERIOR AND EXTERIOR SIDES. 24 REPLACE DAAGED FACE TRIM AT DOOR FRAME TO MATCH EXISTING. PRIME AND PAINT. C006 10 D26/A305 6 LL NORTH DOUBLE WD PTD WHITE - HW-2 1
25.  REMOVE EXISTING SCREEN DOOR AND ASSOCIATED HARDWARE. PATCH WOOD FRAME WHERE HINGES coor " D27/A305 ¢ L WEST | SINGLE WD |PTDWHITE| 3X4LITE HW-2 1,12, 18, 20
9. PROVIDE NEW WOOD PANEL DOOR WITH HALF-LITE TO MATCH DOOR #D34 IN CONSTRUCTION & HAVE BEEN REMOVED C008 D28/A305 c LL WEST SINGLE % ALUM [CLR ANOD| FuULLLITE HW-1 2
DESIGN; MATCH EXISTING DOOR IN SIZE. EXISTING WOOD FRAME TO REMAIN. PROVIDE CLEAR ' c101 24 D29/A305 e 1 NORTH SINGLE WD PTD WHITE 3X3 LITE HW-2 1, 11
LAMINATED GLASS AT HALF LITE. PRIME & PAINT BOTH SIDES OF DOOR. SCRAPE EXISTING PAINT 26.  REMOVE EXISTING FRP PANEL ON INTERIOR SIDE OF DOOR.. c102 12 D30/A305 [& 1 SOUTH DOUBLE ALUM |CLR ANOD| FULLLITE HW-1 2
FROM FRAME & APPLY CONSOLIDANT WHERE WOOD IS WEATHERED OR DECAYED. SAND, PRIME & C103 D31/A305 4 1 NW SINGLE WD PTD BLACK| SCREEN - 21
PAINT BOTH SIDES OF FRAME. RECAULK PERIMETER OF FRAME AT BOTH INTERIOR AND EXTERIOR GENERAL DOOR NOTES: C104 22 D31/A305 C 1 NW SINGLE WD PTD WHITE 2X3 LITE HW-2 L, A
-'g SIDES. N REMOVE RUST FROM ALL EXISTING HINGES SCHEDULED TO REMAIN. cC105 23 D32/A305 & 1 WEST SINGLE WD PTD WHITE 3X3 LITE HW-2 ) B !
"q‘) . REMOVE KICKPLATES AT DOOR EXTERIORS. C201 37 D33/A305 [ g EAST SINGLE WD PTD 1 SMALL LITE HW-6 9
S o «  ALL EXTERIOR DOOR NUMBERS TO BE REMOVED AND REPLACED WITH NEW. c301 4 D34/A305 c 3 EAST | SINGLE WD |PTD WHITE| HALFLITE AW-2 1. 11
C302A D35/A305 [ 3 SOUTH SINGLE WD  PTD BROWN - - 25
I C302B D35/A305 c 3 NORTH SINGLE WD PTD WHITE|  3x3 LITE HW-2 1, 41
é o C303 D36/A305 [ 3 NORTH SINGLE HM PTD BLACK - HW-1 4
= CD CONNECTOR
% CcD101 26 D37/A305 | CD CORR | 1 WEST SINGLE | % WD PTD WHITE|  2X3 LITE HW-2 | 1,10, 11
D WING
D001 5 D38/A305 D LL NORTH SINGLE HM PTD WHITE - HW-1 3
D101 27 D39/A305 D 1 EAST SINGLE % WD PTD WHITE|  2X3 LITE HW-3 1,11, 16, 19, 24, 26
D102 28 D40/A305 D 1 SE SINGLE % WD PTD WHITE|  2X3 LITE HW-2 1,10, 11
D103 D41/A305 D 1 SOUTH SINGLE D HM  PTD BROWN - HW-2 4,10
- D201 30 D40/A305 D 2 SE SINGLE 5% WD PTD WHITE|  2X3LITE HW-1 1,10, 11
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WINDOW SCHEDULE - ‘A’ WING WINDOW SCHEDULE - 'BC' CONNECTOR WINDOW SCHEDULE - 'CD' CONNECTOR
BUILDING WINDOW BUILDING WINDOW BUILDING WINDOW
WINDOWNO. ) FLOOR |LOCATION| " = WINDOW RE STORATION NOTES WINDOWNO. NG FLOOR |LOCATION| " oo WINDOWRESTORATION NOTES WINDOWNO. — FLOOR |LOCATION| "= oo WINDOWRE STORATION NOTES i F =
LOWER LEVEL LOWER LEVEL LOWER LEVEL
A-001 THRU A-004 A LL NORTH w1 |REPLACE SCREEN @ A-003 [BC-001 THRU BC-002 | BC CONN. LL NORTH W12 CD-001 THRU CD-004 | CD CONN. LL NORTH 12
A-005 THRU A-012 A LL EAST W1 |REPLACE ALL SCREENS. REPAR BROKEN |BC-003 THRUBC-006 | BC CONN. LL SOUTH W12  [REPAR BROKEN GLASS @ STORM, BC-003. CD-005 THRU CD-009 | CD CONN. LL SOUTH 12 PAINT INFILL PANEL @ CD-005.
GLASS @ A-005, A-008, A-009. FIRST FLOOR FIRST FLOOR
MTL. GRILLE @ UL CORNER OF A-012. [BC-101 THRUBC-103 | BC CONN. 1 NORTH w17 CD-101 THRU CD-105 | CD CONN. 1 NORTH w17
A-013 THRU A-014 A LL NORTH W1 |REPLACE STORM @ A-014. [BC-104 THRUBC-108 | BC CONN. 1 SOUTH w17 CD-106 THRU CD-110 | CD CONN. 1 SOUTH W17
A-015 A LL EAST w1 SECOND FLOOR SECOND FLOOR
A-016 THRU A-023 A LL EAST Wi [BC-201 THRUBC-203 [ BC CONN. NORTH wis CD-201 THRU CD-207 | CD CONN. NORTH w18
A-024 THRU A-027 A LL SOUTH Wi [Bc-204 THRUBC208 | BC CONN. SOUTH wis CD-208 THRU CD-212 | CD CONN. SOUTH w18
A-028 THRU A-044 A LL WEST W1 |REPAR STORM @ A037.
FIRST FLOOR
A-101 A 1 NW w2
skl it A ‘ romin | W WINDOW SCHEDULE - 'C' WING WINDOW SCHEDULE - 'D' WING
A-106 THRU A-112 A 1 EAST w3
2_: E I:EE 2_; 1; i 1 NE:;H ﬁ NTERIOR NSULATION @ A115. WINDOWNO. Blﬂ\;‘ﬁge FLOOR |LOCATION WT':E;%W WINDOWRESTORATION NOTES WINDOWNO. BU&EEG FLOOR |LOCATION WTh:,?aiw WINDOW RE STORATION NOTES
A=117 THRU A-118 A 1 EAST w3
A-119 THRU A-133 A 1 EAST W4  [MECH.HOOD @ TOP 1/2 OF A-122 & A-125 LOWER LEVEL LOWVER LEVEL
W/ GLASS BELOW C-001 ¥ LL NORTH w19 [D-001 THRU D-002 D LL NORTH W12
A-134 THRU A-135 A 1 SOUTH W4 Cc-002 [0 LL NORTH W20 ID—OOB D LL EAST W12
A 136 A 1 EAST w3 C-003 B LL SOUTH W19 [D-004 THRU D-005 D LL EAST w12
A-137 A 1 SE W3 C-004 THRU C-007 C LL EAST W19 [p-008 D LL SOUTH W12
A-138 THRU A139 A 1 SOUTH W5 C-008 c LL EAST W21 |D43'07 THRU D-008 D LL EAST W12 Wl N DOW TYP E "W1 " Wl N DOW TYP E "W2" Wl N DOW TYPE "W3"
A-140 THRU A-146 A 1 WEST w3 C-009 THRU C-010 ¥ LL NORTH w2 [D-009 THRU D-014 D LL EAST w12  [LOUVERED OPENING @ D-014. w1l NTS. ‘A" WING - 44 W2 NTS. A'WING - 6 W3 NTS. 'A' WING - 56
A-147 THRU A-148 A 1 WEST w2 c-010 € LL NORTH w17 [D-015 THRU D-016 D LL SOUTH W12  [REPLACE MISSING STORM @ D-015. 'AB' CONNECTOR - 5 'B' WING - 47 'C'WING - 2
71497 A ] NORTH W3 C-011 THRU C012 c LL EAST w2 [D-017 THRU D-024 D LL WEST w12  [METAL GRILLE @ D-017. 'C' WING - 9 'C' WING - 29 'D' WING -2
A-150 THRU A-163 A 1 WEST W4  |MECH.HOOD @ TOP 1/2 OF A-150 & A-153; c-013 C LL SOUTH W17 [D-025 D LL SOUTH W12 TOTAL - 58 D WING - 43 TOTAL - 60
PAINT INFILL PANEL BELOW c-014 C LL EAST w17 [D-026 D LL NORTH W12 TOTAL - 125
SECOND FLOOR c-015 e LL EAST W25 [p-027 D LL WEST W12
A-201 A 2 NW W2 C-016 THRU C-019 c LL EAST W1 INFILL PANEL w/ ME CHANICAL FAN @ TOP 1/2 FIRSTFLOOR
A-202 THRU A-205 A 2 NORTH W3 OF C-017. GLASS BELOW. [p-101 THRU D-103 D 1 NORTH w2
A-206 THRU A-213 A 2 EAST W3  |REPLACE SCREEN @ A207 & A-212. REPAR BROKEN GLASS @ B-019 [p-104 D 1 EAST w2
A-214 THRU A-215 A 2 NORTH W3  |INTERIOR INSULATION @ A-215. C-020 THRU C-021 C LL SOUTH W1 [D-105 THRU D-106 D 1 NORTH w4
A-216 THRU A-217 A 2 EAST W3 |REPLACE MISSING SCREENS. C-022 THRU C-024 e LL WEST W1  [REPAR BROKEN SCREEN @ C-022;. [p-107 THRU D-115 D 1 EAST w4 |MECH.HOOD @ TOP 1/2 OF D-111 & D-112
A-218 THRU A-219 A 2 EAST W3 PAINT EXISTING INFILL PANEL W/ VENT @ TOP 1/2 W/ GLASS BELOW.
A-220 THRU A-239 A 2 EAST we  |MECH.HOOD @ TOP 1/2 OF A-220 & A-224 OF C-023 & C-024. |p-116 THRU D-118 D 1 SOUTH W4 |MECH.HOOD @ TOP 1/2 OF D-116 W/ GLASS
W/ GLASS BELOW. C-025 C LL SOUTH w3 BELOW.
MTL. GRILLE @ A-232. C-026 C LL WEST w3 |p-119 THRU D-124 D 1 EAST w2
A-240 THRU A-241 A 2 SOUTH W6 c-027 ¥ LL WEST w22 [p-125 D 1 SOUTH w3
A-242 A 2 EAST w3 C-028 THRU C-029 € LL WEST w12 [p-126 D 1 sw w2
A-243 THRU A-246 A 2 SOUTH w3 C-030 C LL NORTH VENT  |LOUVERED OPENING [p-127 THRU D-134 D 1 WEST w2
A-247 THRU A-252 A 2 WEST w3 C-031 e LL NORTH w12 [p-135 D 1 NORTH w2
A-253 THRU A-254 A 2 WEST w2 C-032 THRU C-033 ¥ LL EAST w12 |p-136 D 1 WEST w2
A-255 THRU A-256 A 2 SOUTH w4 C-034 ¥ LL EAST W22 SECOND FLOOR
A-257 THRU A-273 A 2 WEST W4 |MECH. HOOD @ TOP 1/2 OF A-258 & C-035 THRU C-036 € LL WEST W12 |p-201 THRU D-203 D 2 NORTH w2
A-261: PANT INFILL PANEL BELOW. C-037 c LL SOUTH W17  [REPLACE BROKEN SCREEN @ STORM. [p-204 D 2 EAST w2
REPLACE GLASS @ STORM @ A-271. C-038 THRU C-039 e LL SOUTH w17 [D-205 THRU D206 D 2 NORTH w4
A-274 THRU A-275 A 2 NORTH w4 C-040 THRU C-041 g LL WEST W17 [PAINT INFILL PANEL @ TOP 1/4 w/ VENT @ C-041. [p-207 THRU D216 D 2 EAST w4
THIRD FLOOR GLASS BELOW. [p-217 THRU D219 D 2 SOUTH w4
A-301 A ROOF NORTH W7  |RESTORE WINDOW FRAME. NEW GLAZNG @ INF C-042 C LL WEST W19A  |REPLACE MISSING STORM WINDOW. [p-220 THRU D225 D 2 EAST w2 -
A-302 A ROOF EAST W8  |PAINT INFILL PANELS REPAR WATER DAMAGE @ WOOD WINDOW. [p-226 D 2 SOUTH w3
A-303 A ROOF EAST W8  |PAINT INFILL PANELS C-043 C LL WEST w19 [p-227 D 2 SwW w2
A-304 A ROOF SOUTH W3  |RESTORE WINDOW FRAME, NEW GLAZNG @ INF C-044 THRU C-045 g LL WEST W19A  [REPLACE PLEXIGLASS INFILL W/ GLASS. [D-228 THRU D-235 D 2 WEST w2
A-305 A ROOF WEST W10 [RESTORE WINDOW FRAME, NEW GLAZNG @ INF C-046 C LL WEST w19 [D-236 D 2 SOUTH W2
FIRST FLOOR |p-237 D 2 NORTH w2
C-101 THRU C-103 {12 1 NORTH W23 ID—238 D 2 WEST W2 " n 1] n n "
__ pwions | 5 |« | e | e T ) WINDOW TYPE "W4 T o) WINDOW TYPE "W5 T o) WINDOW TYPE "W6
WINDOW SCHEDULE - 'AB' CONNECTOR C-108 THRU C-110 B 1 EAST W24 [MECHANICAL HOOD @ TOP 1/2 OF C-109 W/ [p-301 D ROOF NORTH W13 [PANT EXISTING INFILL PANEL w/ VENT. N.T.S. ‘A" WING - 52 N.T.S. AING 2 N.T.S. ANING 22
GLASS BELOW. [p-302 THRU D303 D ROOF | EAST W15 |PANT EXISTING INFILL PANELS. B'WING - 26 TOTAL -2 TOTAL -22
wnpowno. | BYILDING | o ~or |LocaTion| YMNDOW WNDOW RE STORATION NOTES C-111 C 1 N.ALCOVE| w2 [p-304 THRU D305 D ROOF EAST W15  |PANT EXISTING INFILL PANELS %
VING TYPE c-112 c 1 E.ALCOVE| w19 [p-308 D ROOF SOUTH W16  [PANT EXISTING INFILL PANEL. )
LOWER LEVEL c-113 e 1 S.ALCOVE w2 [p-307 THRU D-308 D ROOF WEST W15  [PANT EXISTING INFILL PANEL.
AB-001 THRU AB-003 | AB CONN. L NORTH W1 |REPLACE GLASS AT STORM @ AB-002. c-114 ¥ 1 W.ALCOVE| W34 |p-309 THRU D-310 D ROOF WEST W14  [PANT EXISTING INFILL PANELS.
AB-004 THRU AB-005 | AB CONN. LL SOUTH W1 C-115 THRU C-116 C 1 EAST W2 MECHANICAL HOOD @ TOP 1/3 OF C-115;
FIRST FLOOR GLASS BELOW. WINDOW SCHEDULE NOTES (FOR ALL BUILDING WINGS):
KB-101 THRU AB-103. | AS GONN. 3 NORTH Wi G117 C 1 SOUTH w2 1. EXISTING ALUMINUM STORM WINDOWS ARE TO REMAIN. REPAR GLAZING WHERE BROKEN OR MISSING, REPLACE
AB-104 THRU 26106 | AB CONN. ] SOUTH W11 C-118 THRU C-119 ¥ 1 EAST w2 SCREENS WHERE MISSING OR TORN. LOCATIONS INDICATED ON WINDOW SCHEDULE .
SECOND FLOOR C-120 THRU C-121 € 1 EAST W25 2. REMOVE, REPAR, REGLAZE, SCRAPE, CLEAN, PRIME, PANT & REINSTALL EXISTING WOOD SASHES PER SPEC
e THRIASZUS | ABEONAL - Prm— ey C-112 THRU C-123 B 1 NORTH W26 SECTION 08 59 00 "WOOD WINDOW RESTORATION". PANT COLOR TBD. ACCESS TO WINDOWS SHALL BE GAINED
AE 504 THRU AG206 | A8 CONN. > <OUTH Wi C-124 THRU C-125 C 1 EAST W26 FROM THE INTERIOR OF BUILDING. PROTECT ALL ADJACENT NTERIOR SURFACES FROM DAMAGE DURNG
C-126 THRU C-130 v 1 EAST w17 RESTORATION WORK. PROVIDE SECURE, WEATHERTIGHT, TEMPORARY CLOSURES AT WINDOWS THAT HAVE BEEN
C-131 THRU C-132 ¥ 1 SOUTH w17 REMOVED FOR RESTORATION.
C-133 THRU C-135 € 1 WEST w17 3. WHERE ORIGINAL GLAZING HAS BEEN REPLACED WITH OPAQUE INFILL PANEL, INFILL PANEL IS TO REMAIN UNLESS
WINDOW SCHEDULE - 'B' WING C-136 c 1 SOUTH w17 UNLESS OTHERWISE NOTED IN SCHEDULE. REPAR INFILL PANEL, PRIME AND PAINT. COLOR TBD.
= c-137 e 1 WEST w27 4. EXISTING MECHANICAL LOUVERS/VENTSHOODS ARE TO REMAIN.
c-138 ¥ 1 WEST w27
WINDOWNO. Bl&'ﬁge FLOOR [LOCATION WT':,DP%W WINDOWRESTORATION NOTES C-139 THRU C-140 B 1 NORTH w17
C-141 THRU C-143 C 1 NORTH w17
LOWER LEVEL C-144 THRU C-145 C 1 EAST w17
[B-001 THRU B-002 B LL NORTH w12 C-146 ¥ 1 EAST w27
[B-003 B LL EAST W12 C-147 THRU C-149 € 1 WEST W17
[B-004 B LL NORTH w12 C-150 C 1 SOUTH W17  [METAL GRILLE OVER WINDOW
[B-005 B LL SOUTH w12 C-151 C 1 SOUTH w2
[B-006 THRU B-013 B LL EAST wi2  [VENT @ B-011 C-152 THRU C-153 v 1 SOUTH w17
|B-014 THRU B-021 B LL WEST w12  [METAL GRILLE @ B-014; C-154 ¥ 1 SOUTH w2
INFILL PANEL w/ VENT @ B-016, PAINT. C-155 THRU C-157 € 1 WEST W23
MECH. HOOD @ B-017 C-158 c 1 WEST W25
|B-022 B LL SOUTH W12 C-159 THRU C-162 e 1 WEST w23
FIRST FLOOR SECOND FLOOR
[B-101 THRU B-103 B 1 NORTH w2 C-201 THRU C-205 e 2 NORTH w2 Wl N DOW TYPE "W7" Wl N DOW TYPE "W8" Wl NDOW TYPE "W9"
IB—104 B 1 EAST w2 C-206 THRU C-207 (0: 2 EAST w2 W7 N.T.S. 'A' WING - 1 W8 N.T.S. 'A' WING - 2 Wg N.T.S. 'A' WING - 1
[5-105 B 1 NORTH w2 C208 c 2 SOUTH W2 “TOTAL-1 “TOTAL-2 “TOTAL-1
|B—1 06 THRU B-113 B 1 EAST W2 C-209 & 9 SQUTH W17
|B—1 14 THRU B-117 B 1 EAST W4 MECHANICAL HOOD @ TOP 1/2 OF B-116, C-210 THRU C-212 I 2 EAST W18
GLASS BELOW. C-213 THRU C-217 e 2 EAST w17
1B-118 THRU B-123 B 1 SOUTH W4 MECHANICAL HOOD @ BOT. 1/2 OF B-120, C-218 THRU C-221 C 5 SOUTH WA1T
PAINT INFILL PANEL ABOVE. C-222 THRU C-226 & P WEST W17  |METAL GRILLE @ BOTTOM 1/2 OF C-225.
|B-124 THRU B-126 B 1 WEST w4 C-227 THRU C-229 c 2 WEST W18  [VENT INARCH INFILL PANEL @ C-228, PANT
IB—127 THRU B-134 B 1 WEST W2 METAL GRILLE @ B-134. C-230 THRU C-232 C o NORTH W18
[B-135 B 1 SOUTH w2 C-233 THRU C-235 ¥ 2 EAST wis
[B-136 B 1 WEST W2 C-236 THRU C-238 & 2 WEST W18  |REPLACE MISSING SCREEN @ C-238.
SECOND FLOOR C-239 c 2 SOUTH w2
[B-201 THRU B-203 B 2 NORTH w2 C-240 e 2 WEST w2
[B-204 B 2 EAST w2 C-241 THRU C-244 ¥ 2 SOUTH w2
[B-205 B 2 NORTH W2 C-245 THRU C-247 B 2 WEST W2  [REPLACE MISSING SCREEN @ C-245.
[B-206 B 2 SOUTH w2 C-248 C 2 WEST W28
IB—QO? THRU B-214 B 2 EAST w2 C-249 C 2 EAST W29
IB—215 THRU B-218 B 2 EAST W4 THIRD FLOOR
[B-219 THRU B-224 B - SOUTH s C-301 THRU C-307 c 3 NORTH W30 [LOUVERED OPENING @ C-301.
[B-225 THRU B-227 o 2 weay i C-308 THRU C-309 B 3 EAST W30
|B-228 THRU B-235 B 2 WEST w2 c310 C 3 SOUTH W30
[B-236 B 2 SOUTH w2 311 c 3 EAST W30
[B-237 B 2 WEST W2  [INFILL PANEL @ TOP 1/3 w/ VENT, PAINT. 312 c 3 SOUTH W30
ROOF LEVEL c-313 C 3 NORTH w17
IB—301 B ROOF NORTH W13 EXISTING INFILL PANEL w/VENT, PAINT. C-314 THRU C-318 c 3 EAST W17
IB—302 THRU B-303 B ROOQOF EAST W14 PAINT EXISTING INFILL PANEL C-319 THRU C-322 C 3 SOUTH W17
[B-304 THRU B-305 B ROOF EAST W15  [PAINT EXISTING INFILL PANEL C323 THRU C-327 C 3 WEST W17
[B-308 B ROOF SOUTH W16  [PAINT EXISTING INFILL PANEL C308 c 3 SOUTH W30
[B-307 THRU B-308 B ROOF WEST W15  [PAINT EXISTING INFILL PANEL C329 c 3 WEST W30
[B-309 THRU B-310 B ROOF WEST W14 [PAINT EXISTING INFILL PANEL €330 THRU C-333 C 3 SOUTH W30 |LOUVERED OPENNG @ C-333
C-334 THRU C-336 e 3 WEST W30 [LOUVERED OPNG @ C-334, C-336.
ROOF LEVEL
cao1 c ROOF | EAST | Wil |LOUVERED OPENNGS WINDOW TYPE "W10" WINDOW TYPE "W11" WINDOW TYPE "W12"
C-402 C ROOF SOUTH W32  [LOUVER @ CENTRAL OPENING W10 N.T.S. AWING - 1 W11 N.T.S. 'AB' CONNECTOR - 12 W12 N.T.S. 'B' WING - 22
C-403 Cc ROOF WEST W33 PAINT INFILL PANELS TOTAL -1 TOTAL - 12 'BC' CONNECTOR - 6
'C"WING - 5
'CD' CONNECTOR - 9
'D' WING - 27
TOTAL - 69
100% CONSTRUCTION DOCUMENTS
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1 2 3 4 5 6 7 8 9
; WINDOW TYPE "W13" WINDOW TYPE "W14" A/ 5" WINDOW TYPE "W16" A4 T A4 QM A4 QY
8 WI3rs 'B' WING - 1 W14=s 'B' WING - 4 W15 X\ilyDOW IRI2SLL 'B' WING - 4 WI16s 'B' WING - 4 W17 X!'EIDOW IrPE V|\3/(;I ZONNECTOR - 8 W18 l\\l/\'/rli\lDOW Ihas V'\Iil%ONNECTOR - 8 W19 l\\l/\'/rli\lDOW TYPE WTY 'C' WING - 9
2o ‘D' WING - 1 D' WING - 2 ‘D' WING - 6 D' WING - 1 'C' WING - 62 'C' WING - 15 T TOTAL-9
- TOTAL - 2 TOTAL - 6 TOTAL - 10 TOTAL - 5 'CD' CONNECTOR - 10 'CD' CONNECTOR - 12
E TOTAL - 80 TOTAL - 35
WINDOW TYPE "W19A" WINDOW TYPE "W20" WINDOW TYPE "W21" WINDOW TYPE "W22" WINDOW TYPE "W23" WINDOW TYPE "W24" WINDOW TYPE "W25"
- @ N.T.S. 'C' WING - 3 W20 N.T.S. 'C' WING - 1 W21 N.T.S. 'C' WING - 1 We2 N.T.S. 'C' WING - 2 W23 N.T.S. 'C' WING - 14 W24 N.T.S. 'C' WING - 3 W25 N.T.S. 'C' WING - 4
S o “TOTAL-3 TTOTAL-1 “TOTAL-1 TTOTAL-2 T TOTAL-14 TTOTAL-3 TTOTAL-4
) b WINDOW TYPE "W26" WINDOW TYPE "W27" WINDOW TYPE "W28" WINDOW TYPE "W29" WINDOW TYPE "W30" WINDOW TYPE "W31" WINDOW TYPE "W32"
W26 NTS ' WING - 4 W27 N.T.S. 'C' WING - 3 W28 N.T.S. 'C' WING - 1 W29 N.T.S. 'C' WING - 1 W30 N.T.S. 'C' WING - 21 W3l N.T.S. 'C' WING - 1 W32 N.T.S. 'C' WING - 1
TOTAL - 4 TOTAL - 3 TOTAL - 1 TOTAL - 1 TOTAL - 21 TOTAL - 1 TOTAL - 1
g a3 \N/.\Lli\.lDOW TYPE "W33" — Waa L/X!ngOW TYPE "W34" —
- =TOTAL T =TOTAL T
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_ _ _ Drawing Title Project Title Project Number
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%
z
WROUGHT IRON HANDRAIL .
ONLY THIS SIDE, 5-0 %
MOUNT AT 34” AF.F.
/ ALL WOOD SURFACES
NEW PTD. WOOD STAls - %__ TO BE PRIMED & PAINTED. '
_ & PLATFORM W ' ‘ COLOR TO BE SELECTED B _
L NEW WROUGHT IRON \ % BY ARCHITECT & VA. il [
v, 7, > RAILING SIMILAR TO ~ % vTvgoggHgAllﬁ%% RBAlelcr:uf /
5 EXISTING @ UPPER .
VA & CONNECTING WALKWAY / : 2 d
” @ ’C’' WING. SEE % g i e . /
4/A400 & 5/A400. : | ¥ - NEW WROUGHT IRON |
. ; / 2|2 B UARDRAILS TO MATCH EXISTING< =
REMOVE EXISTING 12" FIR PLANKS @ / —w =E=DAILINGS @ UPPER CONNECTING )
WOOD RAMP, STAR TREADS W/ I~ 7, |E % S WALKWAY @ 'C' WING, EXCEPT - | >\ = =
LANDINGS, AND 17 NOSING. PAINT. / 3 ® ] NEW GUARDRAILS TO BE oy |
RAILINGS. REUSE TONGUE & GROOVE / NEW PTD. WOOD STAIR _ & " 42" AF.F. PROVIDE HANDRAILS 5
EXISTING CONCRETE FIR DECKING @ / & PLATFORM W/ ohiiag @ 34" AF.F. BOTH SIDES -
PIERS WHERE STAIR PLATFORM, ~ / NEW WROUGHT IRON | . =3 OF STAIR, MOUNTED TO o
POSSIBLE @ NEW PAINTED. AN RAILING SIMILAR TO = VERTICAL POSTS. SEE PHOTO
STAIR. - : : - EXISTING @ UPPER S 4/A400 FOR REFERENCE
WOOD POSTS BELOW, / C’ WING. SEE 4/A400 oS —
PRIMED & PAINTED, < %o & 5/A400. - —
EMBEDDED IN o 5
12" DIA. CONCRETE /
SONOTUBES BELOW. /
a REUSE EXISTING ' %_
CONCRETE PIERS
AS POSSIBLE. /
Z %
1 'A"WING STAIR - DEMOLITION 5 'A"WING STAIR - NEW PLAN 3 'A"WING STAIR - SIDE ELEVATION 4 EXISTING RAILING TO REPLICATE (TYP. @ ALL NEW STAIRS) 5 NEW RAILING (TYP. @ ALL NEW STAIRS)
1/4" = 1-0" 1/4" = 1-0" 14" =1-0" LOCATED @ ROOFTOP OF CONNECTOR CORRIDOR, 'C' WING 14" =1-0"
7/ 7/
T - T
2 “ |
7/ 7/
77 v 2 G2 V7,
% TONGUE & GROOVE -
FIR DECKING @ —~
/ STAIR PLATFORM, /
% PAINTED. % _ ALL WOOD SURFACES
/ NEW 4X4 TREATED 5 TO BE PRIMED & PAINTED.
/ WOOD POSTS BELOW u COLOR TO BE SELECTED
/ PRIMED. & PAINTED. T BY ARCHITECT & VA.
/ NIED, /\ WROUGHT IRON RAILING
% EM%%DN%T%BIES%EL%’ % \ TO BE PAINTED BLACK.
/07—_»"» 0
REMOVE EXISTING% NEW PTD. WOOD STAR 7, . NEW PTD. WOOD sms NEW WOOD sms
WOOD STAIR, PLATFORM, = & PLATFORM W & PLATFORM W 47
& RAILING. REMOVE & T~ NEW&W'T?"QJEOH?M,R% % _|© NEW WROUGHT IRON . NEW WROUGHT IRON A -
REPLACE EXISTING RAILING SMILAR TO / o2 RAILING SIMILAR TO - RAILING SIMILAR TO e @
CONCRETE SLAB AS REQ'D \ EXISTING ® UPPER / -~ | < EXISTING @ UPPER EXISTING @ UPPER A
TO COMPLETE WORK. / CONNECTING WALKWAY @ / I o CONNECTING WALKWAY @ CONNECTING WALKWAY @ AT
/ 'C" WING. SEE 4/A400 / / © 'C’ WING. SEE 4/A400 'C’ WING. SEE 4/A400 | Z
. = 4 P H
% & 5/A400_// = a & 5/A400. . g " & 5/A400. d T'. S i S .
% N 12" FIR PLANKS @ % NEW PTD. WOOD LATTICE ™ SJ; NEW PTD. WOOD LATTICE——M | iy S);
STAR TREADS W/ 50" 16" & FRAME BELOW STAIR S & FRAME BELOW STAIR S
Z » Z & PLATFORM. SEE SHEET | & PLATFORM. SEE DTLS. o
17 NOSING. PAINT. A401 FOR DETAILS. ON SHEET A401.
5 'B' WING STAIR - DEMOLITION 7 'B' WING STAIR - NEW PLAN 3 'B' WING STAIR - FRONT ELEVATION 9 'B' WING STAIR - SIDE ELEVATION 0 BE ERieaD  SURFACES
1/4" =1'-0" 1/4" = 1'-0" 1/4" =1'-0" 1/4" =1'-0" COLOR TO BE SELECTED
BY ARCHITECT & VA.
WROUGHT IRON RAILING
TO BE PAINTED BLACK.
7, 7
% % NEW WOOD STAIR :
4 & PLATFORM W/ o
% % NEW WROUGHT IRON ®
o 7 o8 o o e
STAIR TREADS W/ EXISTING WOOD
’ ALL WOOD SURFACES CONNECTING WALKWAY @ :
/ 1” NOSING. PAINT. / 10 BE PRIMED & PAINTED. SCREEN PORCH TO 'C’ WING. SEE 4/A400 =
REMAIN /
/ / COLOR TO BE SELECTED ) & 5/A400. NEe
/ EXISTING CONCRETE / BY ARCHITECT & VA. N S
EXISTING CONCRETE / SLAB TO REMAIN. / WROUGHT IRON RAILING NEW PTD. WOOD LATTICE
SLAB AT BASE OF n / / TO BE PAINTED BLACK. EXISTING CONCRETE & FRAME BELOW STAIR %
STAIRS TO REMAIN. ) / / PORCH SLAB & & PLATFORM. SEE DTLS.
N\, / NEW WOOD STAR & / PIERS TO REMAIN. ON SHEET A401.
y, / PLATFORM W/ NEW / ;
WROUGHT IRON RAILING NEW WOOD STAIR W ~
REMOVE_EXISTING (. % SIMILAR TO EXISTING % o f\‘ o
CONCRETE PLATFORM // % O A oIS % RAILING SIMILAR_TO | D] © 21 'D' WING SOUTH STAIR - SIDE ELEVATION
TO REMAIN. % / SEE 4/A400 & 5/A400. / CONNECTING WALKWAY F 7 ( 14" = 10"
@ ’C’ WING. SEE DTL. o
S —
EXISTING CONCRETE 4/A400 & 5/A400. I 2 5;
| e P90 NEW PTD. WOOD LATTICE : E 7/
v/ & FRAME BELOW STAIR T
REMAIN. o000 & EXISTING PLATFORM. |
SEE DTLS. ON SHEET A401. 7 7
7/
NEW 4X4 TREATED
'C' WING STAIR - DEMOLITION 'C' WING STAIR - NEW PLAN 'C' WING STAIR - SIDE ELEVATION PRIVED & PANTED.
- - - PRIMED & PAINTED,
@ V4 = 10" @ U4 = 10" @ V4 = 10" EMBEDDED IN 12" DIA.
SONOTUBES BELOW.
TONGUE & GROOVE
FIR DECKING @
VW/ STAIR PLATFORM. /7 / Y/,
% 12" FIR PLANKS @ %
STAIR TREADS W/
////% 24 1” NOSING. PAINT. _ V777 0 BEA%R,YA%SD&Sgim%? TONGUE & GROOVE
E ] V2 COLOR TO BE SELECTED FIR DECKING @
BY ARCHITECT & VA. STAIR PLATFORM.
NSELVXBC%NCS%EJ{:\\ N v( 5 WROUGHT IRON RAILING REMOVE EXISTING
: /// % St TO BE PAINTED BLACK. \ HooD STAR, PLATEORM \ NEW PTD. WOOD STAIR
NEW WOOD STAIR— \ ‘ & PLATFORM W/ NEW
: 2 WROUGHT IRON RAILING
W/ NEW WROUGHT
IRON RAILING SIMILAR \ / NEW PTD. WOOD STAR SIMILAR TO EXISTING
TO EXISTING @ 50" 50" 50" & PLATFORM W/ ©@ UPPER CONNECTING
REMOVE EXISTING 72 UPPER CONNECTING STREADS @ 12" % NEW WROUGHT IRON EXISTING CONCRETE WALKWAY @ °'C’ WING. SEE
CONCRETE STAIR e’ RAILING SIMILAR TO o - DTL. 4/A400 & 5/A400.
s WALKWAY @ 'C WING. , SLAB BELOW STAIRS
PLATFORM, & RAILING. EXISTING @ UPPER &
: SEE DTL. 4/A400 & TO REMAIN
REMOVE EXISTING 5,/A400 NEW 4X4 TREATED CONNECTING WALKWAY @ ' 12" FIR PLANKS @
CONCRETE POSTS TO ’ WOOD POSTS BELOW, C’ WING. SEE 4/A400 STAIR TREADS W/
GRADE LEVEL, REUSE PRIMED & PAINTED, & 5/A400. o 1” NOSING. PAINT.
REMAINING PIERS TO EMBEDDED IN 12” DIA. ENMPIN
SUPPORT NEW STAIR. SONOTUBES BELOW.. NIZZ&W F';L%EWSQL%WLAQ/SE T T3 EXISTING CONCRETE
& PLATFORM. SEE DTLS I | & SLAB BELOW STAIR
\ : TO REMAIN.
ON SHEET A401.
'D' WING STAIR - DEMOLITION 'D' WING STAIR - NEW PLAN 'D' WING STAIR - SIDE ELEVATION 'D' WING SOUTH STAIR - DEMOLITION 'D' WING SOUTH STAIR - NEW PLAN
16 17 18 19 20
1/4"=1'-0" 1/4"=1'-0" 1/4"=1'-0" 1/4"=1'-0" 1/4"=1'-0"
100% CONSTRUCTION DOCUMENTS
Drawing Title Project Title Project Number
Dent. of Veterans Affairs KEY PLAN: CONSULTANTS: PROJECT LEADER: Stair Replacement Building No. 6 695-13-111 Office of
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ediCal center 6
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Milwaukee. WI e VA Medical Center, Milwaukee, WI
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_ STAIR WIDTH R
SEE FLOOR PLANS
=| —_—N
<
. / =
o E NEW WROUGHT IRON é
» 5‘: HANDRAIL SIMILAR TO o % CONT. 2x WOOD
o EXISTING, PER 4/A400 i be FRAMING L 47, VARIES , 47
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